
Mobile airco's

AV02 Mobile air conditioner

Presentable, whisper-silent mobile Midea air conditioner with a 4.1 kW cooling capacity. The unit is ready for
use and features a flexible exhaust hose for heat drain and condensation discharge.

Technical specifications AV02

Cooling capacity 4.1 kW

Current (nominal) 7 A

Min. inside temperature 18 °C

Max. inside temperature 32 °C

Warm air duct (diam.) 125 mm

Warm air duct (max. length) 2 m

Voltage 230 V

Recommended fuses 16 A

Phases 1 + N +A

Length 480 mm

Width 400 mm

Height 840 mm

Weight 34 kg

Sound level (at 10 m) 33 dB(A)

Current (max) 13 A

Power consumption 1.6 kW

Sndlvl inside min (at 10 m) 29 dB(A)

Sndlvl inside min (at 1 m) 49 dB(A)

Cooling: Water-Glycol 30% -10°C/-6°C, air 0° 60% RV

After approval of Coolworld International

1

1

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

1

2

   +31 (0) 416 688 088 staging.coolworld.ptchr.dev


	Mobile airco's
	AV02 Mobile air conditioner
	Technical specifications AV02

